. Fact Sheet
Water & Process Technologies

Apollo Spot-Free Wash System,
Pad Mount

Standard Equipment

e Stainless steel tamper proof enclosure
e Fully automatic

e Solid state controller

* Tank level control

* Low feed pressure pump protection

e Stainless steel multi-stage RO pump

e Stainless steel pressure vessels

* Thin film composite membranes

* Automatic membrane flush system - maximizes
membrane performance and service life

* 5-micron prefilter cartridge

e 1.6/ 3.6-cubic foot carbon filter

e Stainless steel, liquid-filled pressure gauges
* Product and reject water flow meters

Figure 1: Apollo Spot-Free Wash System, Pad Mount Optional Equipment

* Duplex water softener pretreatment

Description and Use * Digital water quality monitor and alarm

The pad mounted Apollo system (Figure 1) produces * Polyethylene storage tanks
spot free pure water that eliminates hand drying .
and inefficient blower systems. It is ideal for drive-
through car washes, new car dealerships and rental

car agencies. The pad mounted system is an ideal
source of spot-free water for GE's vehicle mounted
delivery system.

Stainless steel distribution pump

To help maintain and extend your system's life and
capability, all GE Apollo Spot-Free Wash Systems
can be covered by comprehensive service and
maintenance coverage and supported by our fully
trained field services team.

Find a contact near you by Global Headquarters Americas
visiting gewater.com or Trevose, PA Watertown, MA
e-mailing custhelp@ge.com.  +1-215-355-3300 +1-617-926-2500
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Table 1: Specifications

| 1} n v
Gallons Per Day 1440 2880 4320 5760
(m*/day)* 55) (10.9) (16.4) (21.8)
Rejection Rate 98% 98% 98% 98%
Operating 150 psi 150 psi 150 psi 150 psi
Pressure (psi)
Distribution Pump - 1HP 1HP 1HP 1HP
Single Phase
(120v / 220v)
RO Pump - Single 1HP 1HP 1HP 1HP
Phase (120v / 220v)
Depth, inches (cm) 22 (56) 22 (56) 22 (56) 22 (56)
Width, inches (cm) 36(91) 36(91) 36(91) 36(91)
Height, inches (cm) 60 (152) 60 (152) 60 (152) 60 (152)
Weight, Ibs (kg) 260 (118) 280(127) 300 (136) 325(147)

'Production capacity at 77°F (25°C) and 225 PSI

Note: Specifications subject to change without notice.

Page 2 FS1124EN 0606




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition <FEFF>
  /PDFXRegistryName <FEFF0068007400740070003a002f002f007700770077002e0063006f006c006f0072002e006f00720067>
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


